FOAM N MOLE UPHOLSITELRY

ANTI STATIC/CHARCOAL FIRPM FOAM

Product Data Sheet Material Codes 14029A8 &16070 FD specifications

Charcoal Standard Charcoal Firm Acoustic Color Foam Ant-Static
(Pink Foam)
Density 0.95-1.05 lbs/ft* 1.60-1.80 Ibs/ft® 1.35-1.55 Ibs/ft? 1.70-1.90 1bs/ft?
25% IFD (Pounds) 27.00-33.00 Ibs/50 in? 65-77 Ibs/50 in? 41-49 Ibs/50 in® 85.00—-97.00
1bs/50 in?
Support Factor 1.80 1.80 1.90 1.80
65%/25% min. Minimum Minimum Minimum Minimum
Air Flow (CFM) Min 3.00
Tensil (PSI) Min. 8lbs/in 10 Ibs/in? 15.0 min. 13.0 min.
Elongation (%) Min. 100% min. 100 % min. 250 % min. 100 % min.
Tear (PPI) Min. 1.001bs/lineal inch 1 min 1.50 mn. 1.00Ibs/lineal inch
Resiliency (%) Min 40 25 40 35
Flammability Pass Pass California 117 Pass
(Fire Retardant) Cal 117-Open Flame & Surface resistance
Smolder/ MVS302/
ASTM E-1353/ NFPA
260/ UL-94 HBF
Foam Color Charcoal Charcoal Red, Green, Blue, Pink
Purple, Burgundy
Bio-Polyol Yes
Anti-microbial Yes
Method G21.
Method 30,
Method 147

Test method ASTM D3574

NOTE: ALL TESTING IS DONE BY THE ASTM D 3074 STANDARD

Physical testing performed based upon Foam N More Test methods unless otherwise specified. Foam N More Test Methods are based upon
ASTM D 3574 and/or other applicable standards. This report should not be reproduced expect in full without the written approval for Foam N

More.
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